
MODELS

73-14PAN

• Power 18W (6 leds 3W) y Optic angle 30° of high efficiency

• Energy required 110V o 240V, 50/60Hz.

• Optional optics 10° o |5°

• Color temperature: 4000Kº. (option 3200K° or 5700K°) High CRI ?90???       

• Extendable pantograph closed 25cm. maximum extension 60cm.

PHOTOMETRIC DATA:

Photometric data with beam angle 30°

Lux 1309 366,1 160

Beam angle projected (mts)   1,00 2,00 3,60

Distance (mts.) 1 2 3

SPOT LED 18W WITH 
PANTOGRAPH
SIMIL SPOT TV-STAGE WITH 
PANTOGRAPH

SPOT SIMIL TV-STAGE 18W - with Pantograph 60cm  

extendable.

Compact luminaires, with design of professional spots 

used in television studios and theaters. For application 

in shops, comercial stores, bars, and diversity of events 

where you want to create a thematic environHigh CRI 

?90ment. 30 ° optics. Option optics 10 ° and 15 °. 

Power 18W (6 leds 3W) High CRI ?90

Extendable pantograph, closed 25cm, maximum 

extension 60cm (with spot 70cm) ..



SUPPLIED WITH:

Banndoor 4 leaf

Power cable. Ready to use.


